## Mounting Kits for LC Manifolds

### Mounting Bracket

<table>
<thead>
<tr>
<th>Dim</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
<th>G</th>
<th>H</th>
<th>I</th>
<th>J</th>
<th>K</th>
</tr>
</thead>
<tbody>
<tr>
<td>D03</td>
<td>3.00 [76.2]</td>
<td>0.31 [7.9]</td>
<td>2.75 [69.9]</td>
<td>1.38 [34.9]</td>
<td>2.13 [54.0]</td>
<td>0.38 [9.5]</td>
<td>1.47 [37.3]</td>
<td>1.47 [37.3]</td>
<td>1.33 [33.7]</td>
<td>0.66 [16.8]</td>
<td>3.25 [82.6]</td>
</tr>
<tr>
<td>D05</td>
<td>3.50 [88.9]</td>
<td>0.56 [14.3]</td>
<td>3.13 [79.4]</td>
<td>1.56 [39.7]</td>
<td>2.50 [63.5]</td>
<td>0.56 [14.3]</td>
<td>1.36 [34.5]</td>
<td>1.73 [44.0]</td>
<td>1.61 [41.0]</td>
<td>0.69 [17.5]</td>
<td>3.53 [89.7]</td>
</tr>
</tbody>
</table>

### Mounting Screw

- (2) 0.312-18 x 0.63 long hex washer head cap screws
- (1) 0.312-18 x 0.50 long socket head cap screw
- (3) 0.312-18 x 0.63 long socket head cap screws
- (4) 0.312-18 x 0.75 long socket head cap screws
- (4) 0.312-18 x 1.00 long hex head cap screws
- (4) 0.312 high collar lock washers
- (1) Tank top gasket

### Mounting Flange Gasket

- (8) 0.312-18 x 0.63 long hex washer head cap screws
- (2) 0.312-18 x 3.25 long socket head cap screws
- (2) 0.312-18 x 2.75 long socket head cap screws
- (3) 0.312-18 x 0.63 long socket head cap screws
- (4) 0.312 high collar lock washers
- (1) Tank top gasket

Specifications, descriptions, and dimensional data are subject to correction or change without notice or incurring obligation. Download latest catalog page revisions at www.damanifolds.com.

## Ordering Information

<table>
<thead>
<tr>
<th>Inventory Number</th>
<th>Manifold Size</th>
<th>Mounting Kit</th>
<th>Mounting Configuration</th>
<th>Number of Screws</th>
</tr>
</thead>
<tbody>
<tr>
<td>185</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Configuration

- L: Mounting Bracket kit
- B: Mounting Screw kit
- V: Mounting Flange kit (Includes Gasket)
- G: Gasket only

### No. of Screws

- 2: Two mounting holes on manifold. LC D03 1-6 stations.
- 3: Three mounting holes on manifold. LC D05 5-6 stations with code 3 spacing.

---

Daman Products Company, Inc.
1811 North Home Street • Mishawaka, Indiana 46545-7267 USA • North America: 800.959.7841 • Fax: 800.241.7664
International: 574.259.7841 • Fax: 574.259.7665 • Email: sales@damanifolds.com • Web: www.damanifolds.com