
Header Blocks
Daman's Header Blocks are designed to provide

outlet ports that are common to one header (thru)

port. The header port is always one size larger than

the outlet ports.

Fast: Custom Engineered Blocks
24-48 business hours

Contact factory for delivery

Faster: Quick Block Configurated Blocks
Three business hours

Ship in 2-3 weeks

Fastest: Standard Products
Immediately - in-stock 330 standard block

configurations, Ship in 24 hours

2400 standard non-stock configurations,

ship in 2 weeks or less

All sizes of SAE, BSPP, BSPT, ISO, 6149, NPTF

Code 61, Code 62, square flanges, unlimited

size potential

All sizes of Autoclave

Aluminum: 6061, 2024, 7075 and more

Ductile Iron: 65-45-12 and 80-55-06

Stainless Steel: 17-4H1150, 304, 316 and more

Carbon Steel: 1018, 11L17, 4340 and more

Plastic Poly Acrylic: Various - contact us for

more info

How long does it take for pricing & delivery?

How big of a block can we build?
Block size potential is 40"x40"x67" with 20,000

lb weight limit

What port sizes are available?

What materials types are available?

Contact us to get started as a fluid
conveyance distributor!
1.800.959.7841

info@daman.com

www.daman.com

Junction Blocks
Daman's Junction Blocks are designed to provide a

place to join piping and change direction or

split/combine with other lines.

Bypass lengthy quote processes - get your

quote in three or less business hours

On-screen 3D visibility

Seven standard port styles available

3D model delivered with formal quote

Quick Block Configurator

Distribution manifolds connect several

threaded connections into one common

block to eliminate leaks and reduce

plumbing labor.

Distribution

Manifolds

FLUID CONVEYANCE SOLUTIONS

Better System Design Begins with a Manifold.

Available configurations: 

0°            90°          180°

Available configurations: 

       90°         180°          270°


