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0.25-19 BSPP
ISO 1179; BS 2779
M10 x 1.0
ISO 6149
0.25-19 BSPT
ISO 7; BS 21

4B

4M

4T
P and T ports pro-
videdPT

D07 Tapping Plates

Valve Pattern
ISO 4401-07-06
NFPA T3.5.1-D07 
See Tech Infomation

D07
A and B ports pro-
videdAB

0.25-18 NPTF
ANSI B1.20.3
-4 SAE
ISO 11926; SAE 1926

4P

4S

T A P B

BPAT

'T'
port port

'P'

P

T

2.38

1.87

2.56

3.50

2.47

5.00

X Y

X Y

[88.9]

[65.0]

[62.7]

[127.0]

[60.5]

[47.5]

*1.00 or 1.50
part thickness

*

℄

℄

T A P B

BPAT

'A'
port port

'B'

B

A

1.12

1.87

2.56

3.50

2.47

5.00

X Y

X Y

[88.9]

[65.0]

[62.7]

[127.0]

[28.4]

[47.5]

*1.00 or 1.50
part thickness

*

℄

℄

P and T Port Tapping Plate
Tapping Plate hardware / interface seal kit 
is supplied.  See page 180 for itemized list.

A and B Port Tapping Plate
Tapping Plate hardware / interface seal kit 
is supplied.  See page 180 for itemized list.

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Circuit

Port ThreadsProduct Type
 Tapping PlateTP

Ordering Information
Material Valve Pattern Product Type Port ThreadsCircuit
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Material

D
† Working pressure should 
be considered in accordance 
with ISO 4413 to determine 
appropriate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPaA

For coating options 
see pages 245-246.

Thickness

Thickness
For 1.5" thickness150

OMIT for standard 1" 
thickness

For larger ports, see next 
page (p. 169.1).



169.1
Daman Products Company, Inc.  •  1811 North Home Street  •  Mishawaka, IN 46545-7267

Tel: 800.959.7841 574.259.7841  •  Fax: 800.241.7664  •  Email: sales@daman.com  •  www.daman.com

P and T ports pro-
videdPT

D07 Tapping Plates - Large Ports

Valve Pattern
ISO 4401-07-06
NFPA T3.5.1-D07 
See Tech Infomation

D07
A and B ports pro-
videdAB

T A P B

BPAT

'A'
port port

'B'

B

A

C

2.56

3.50

2.72

5.50

X Y

X Y

[88.9]

[65.0]

[69.1]

[139.7]

℄

℄

B

A

T A P B

BPAT

'T'
port port

'P'

P

T

C

2.56

3.50

2.72

5.50

X Y

X Y

[88.9]

[65.0]

[69.1]

[139.7]

℄

℄

B

A

P and T Port Tapping Plate
Tapping Plate hardware / interface seal kit 
is supplied.  See page 180 for itemized list.

A and B Port Tapping Plate
Tapping Plate hardware / interface seal kit 
is supplied.  See page 180 for itemized list.

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Circuit

Port ThreadsProduct Type
 Tapping PlateTP

Ordering Information
Material Valve Pattern Product Type Port ThreadsCircuit

Material

D
† Working pressure should 
be considered in accordance 
with ISO 4413 to determine 
appropriate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPaA

For coating options 
see pages 245-246.

2.00
[50.8]

2.13
[54.1]

B

3.50
[88.9]

3.00
[76.2]

A

*D07TPPT16*

*D07TPPT12*

Dimension
2.19
[55.6]

C

2.05
[52.1]

1.47
[37.3]

1.38
[35.1]

B

3.50
[88.9]

3.00
[76.2]

A

*D07TPAB16*

*D07TPAB12*

Dimension
1.38
[35.1]

C

1.47
[37.3]

-12 SAE
ISO 11926; 
SAE 1926

-16 SAE
ISO 11926; 
SAE 1926

0.75-14 BSPT
ISO 7; BS 2112T

0.75-14 BSPP
ISO 1179; 
BS 2779 
M27 x 2.0
ISO 6149

12B

12M

0.75-14 NPTF
ANSI B1.20.3 12P

1.00-11 BSPT
ISO 7; BS 2116T

1.00-11 BSPP
ISO 1179; 
BS 2779 
M33 x 2.0
ISO 6149

16B

16M

1.00-11.5 NPTF
ANSI B1.20.3 16P

12S 16S

For smaller ports, see 
previous page (p. 169).
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0.25-19 BSPP
ISO 1179; BS 2779
M10 x 1.0
ISO 6149

4B

4M
0.25-19 BSPT
ISO 7; BS 214T

T A P B

BPAT

C1 port
X port

C1

1.75

0.75

1.03

2.56

3.50

2.47

5.00

X Y

X Y

[88.9]

[65.0]

[62.7]

[127.0]

[44.5]

[26.2]

[19.1]

XY

C2

[44.5]
1.75

[62.7]
2.47

C1 C2

Y port
C2 port

℄

1.25
[31.8]

1.25
[31.8]

C1

1.00
1.75

0.91

2.56

3.50

2.47

5.00

[88.9]

[65.0]

[62.7]

[127.0]

[25.4]
[44.5]

[23.1]

XY

C2

[44.5]
1.75

[65.8]
2.59

2.00
[50.8]

℄

℄

X and Y Port Tapping Plate
Tapping Plate hardware / interface seal kit 
is supplied.  See page 180 for itemized list.

D07 Tapping Plates

Valve Pattern
ISO 4401-07-06
NFPA T3.5.1-D07 
See Tech Infomation

D07

Circuit
X and Y ports pro-
videdXY

0.25-18 NPTF
ANSI B1.20.3
-4 SAE
ISO 11926; SAE 1926

4P

4S

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Port ThreadsProduct Type
 Tapping PlateTP

Ordering Information
Material Valve Pattern Product Type Circuit Port Threads

Material

D
† Working pressure should 
be considered in accordance 
with ISO 4413 to determine 
appropriate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPaA

For coating options 
see pages 245-246.

1" thick tapping plate 2" thick tapping plate

Thickness

Thickness
For 2" thickness200

OMIT for standard 1" 
thickness
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ISO 4401-07-06
NFPA T3.5.1-D07 
See Tech Infomation

D07 Spot drilled portsSD

T A P B

BPAT

1.00 2.56

3.50

2.47

5.00

X Y

X Y

[88.9]

[65.0]

[62.7]

[127.0]

[25.4]

Spot Drilled Tapping Plate
Tapping Plate hardware / interface seal kit 
is supplied.  See page 180 for itemized list.

D07 Tapping Plates

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

CircuitValve Pattern

Product Type
 Tapping PlateTP

Ordering Information
Material Valve Pattern Product Type Circuit

Material

D
† Working pressure should 
be considered in accordance 
with ISO 4413 to determine 
appropriate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPaA

For coating options 
see pages 245-246.
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5.00
 [127.0]

[62.7]
2.47

[65.1]
2.56

[166.7]
6.56

[190.5]
7.50

[50.8]
2.00

[166.7]
6.56

[65.1]
2.56

[62.7]
2.47

XBPT A T A P B

T A P B X T A P B X manifold

valve

Y Y

Y

D05-D07 Two Station Tapping Plate
A1 common to A2, B1 common to B2
D05 Valve mtg:  UNC 0.25-20 x 0.75 [19] DP
Tapping Plate hardware / interface seal kit is
supplied. *   See page 180 for itemized list.
* (6) bolts are user supplied and must pass through 
valve and tapping plate to thread into manifold.

D07 Tapping Plates

Valve Station 1
ISO 4401-05-04
NFPA T3.5.1-D05 
See Tech Infomation

D05

No. of Stations
02 Stations02

Valve Spacing
4.00 inch
101.6 mm4

Circuit
A1 common to A2
B1 common to B2AB

Valve Station 2
ISO 4401-07-06
NFPA T3.5.1-D07 
See Tech Infomation

D07

Specifications, descriptions, and dimensional data are subject to 
correction or change without notice or incurring obligation.  
Download latest catalog page revisions at www.daman.com.

Product Type
 Tapping PlateTP

Ordering Information
Material Valve Pattern 

Station 1
Valve Pattern

Station 2 Product Type No. of Stations Valve Spacing Circuit

Material

D
† Working pressure should 
be considered in accordance 
with ISO 4413 to determine 
appropriate material type.

 Ductile Iron - D4512
 5000† psi  34.5 MPa

 Aluminum - 6061-T6
 3000† psi  20.7 MPaA

For coating options 
see pages 245-246.


